
█ 規格 SPECIFICATIONS 

尺寸  DIMENSIONS 額定功率 
PATED POWER 

(W) 

阻值范圍 
RESISTANGE 

RANGE 
(Ω) 

誤差值 
TOLERANCE 

溫度系數 
TEMPERATURE
COEFFICIENT

(10-6) 

極限電壓 
LIMIT VOLS. 

(V) L max. D max d 

2 1Ω-1K 75 10.3 5.6 

3 1Ω-1K 100 12.7 5.6 

4 1Ω-1K 120 14.0 7.0 

5 1Ω-3.6K 160 23.0 7.0 

6 1Ω-6.8K 200 25.2 8.0 

8 1Ω-20K 400 33.9 8.0 

0.8 

9 1Ω-27K 500 38.1 10 

12 1Ω-39K 

±5%( J ) 
 
 
 

±10%( K ) 

±250 
 

±400 

750 53.5 10 
1.0 

█ 特性 CHARACTERISTICS 

試驗項目 TEST ITEM 試驗方法 TEST METHOD 

可焊性 Solder ability > 95% 235℃±5℃,2 seconds solder bath method 槽焊法 

引線強度 Terminal strength ΔR≦ ± ( 1% R +  0.05Ω) 5 lb, pull 

過負載 Overload ΔR≦ ± ( 1% R +  0.05Ω) Load 10Xrated power 5 seconds,10 倍額定功率 

急速溫度變化 Fast temperature change ΔR≦ ± ( 1% R +  0.05Ω) 5 cycles for the temp.θA=-55℃θb=+200℃,5 次循環

碰撞 Bump ΔR≦ ± ( 1% R +  0.05Ω) Speed = 390m/S2, 4000 times 

沖擊 Shock ΔR≦ ± ( 1% R +  0.05Ω) Speed = 490m/S2, 18 times 

振動 Vibrations ΔR≦ ± ( 2% R +  0.1Ω) Fequency 頻率=10-500Hz,Speed速度=98 m/S2,6hr. 

溫升 Temperature rise < 245℃ Load rated power,施加額定功率負荷 

恆定濕熱 Constant damp heat ΔR≦ ± ( 5% R +  0.1Ω) Temperature溫度=+40±2℃,Moisture濕度=93+2
-3%,56hr.

常溫耐久 Endurance at room temperature ΔR≦ ± ( 5% R +  0.1Ω) Load rated power on room temp.,1000hr 室溫施加額定功率
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